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Installation Topics PANEL CT ON PIPE

Panel CT on Pipe
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Example Install PANEL CT ON PIPE
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Presenter
Presentation Notes
While it is not essential to make as many markings as shown here, it is highly recommended that outline marks be made to guide proper installation.
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Presenter
Presentation Notes
When installing ControTrace panels, it is important to remember that everything that is flat is required to touch pipe.  Anything that is rounded would be a bonus, but is not essential.
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Presenter
Presentation Notes
Try to place the ControTrace piece directly only where the dry fit marks have been made to avoid smearing of HTC.
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Example Install PANEL CT ON PIPE
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Presenter
Presentation Notes
As shown here, a come along can be used to ensure an acceptable fit.
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Presenter
Presentation Notes
This is an example of an acceptable amount of HTC having been used.  Notice how you can see it oozing from under the ControTrace.
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Presenter
Presentation Notes
It is advised that you install the loose strap before using a come along, as pictured here.
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Presenter
Presentation Notes
Call CSI if you find that more banding straps are required for installation.
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Example Install PANEL CT ON PIPE
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Presenter
Presentation Notes
Straight pieces of pipe are easier to install than elbows, tees, reducers, etc.
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Example Install PANEL CT ON PIPE
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Example Install PANEL CT ON PIPE
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Presenter
Presentation Notes
In this installation, a unique problem was encountered.  This piece of ControTrace had deformed in shipment.  A come along was used to make the ControTrace fit properly.  CSI now includes extra banding straps from learned experiences.
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Example Install PANEL CT ON PIPE
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Example Install PANEL CT ON PIPE
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Presenter
Presentation Notes
This, as with most typical CSI installations, is a proper installation with no complications.
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Example Install PANEL CT ON PIPE
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Unacceptable Fits PANEL CT ON PIPE
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Presenter
Presentation Notes
If you encounter a fit similar to this, don’t panic.  This can be easily fixed with the aid of a come along.
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