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Installation Topics PANEL CT ON PIPE

Panel CT on Tanks

2



CLEAR VISION  │  SOUND STRATEGIES  │  SOLID PERFORMANCE

Completed Tank PANEL CT ON PIPE
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Hanger Clips PANEL CT ON PIPE
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Presenter
Presentation Notes
This picture shows the location of hanger clips marked on tank
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Hanger Clips PANEL CT ON PIPE
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Presenter
Presentation Notes
Hanger clip welded to tank
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Bosses PANEL CT ON PIPE
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Presenter
Presentation Notes
Bosses are welded to the tank walls
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Bosses PANEL CT ON PIPE
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Presenter
Presentation Notes
Finished boss
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Bosses PANEL CT ON PIPE
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Presentation Notes
Bosses welded to the tank
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Installation Methods PANEL CT ON PIPE
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Presenter
Presentation Notes
1st method: Scaffolding

Two things to remember when planning for a tank installation:
-Leave a gap between the tank and scaffolding to allow for the ControTrace to fit between.
-Ensure that the crane used can clear the top of the scaffolding with a panel of ControTrace.
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Presenter
Presentation Notes
2nd method: Man lift/JLG
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2nd method: Man lift/JLG
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Installation Instructions PANEL CT ON PIPE
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Presenter
Presentation Notes
Typical isometric for panel CT on tanks.
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1. Dry Fit PANEL CT ON PIPE
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CT-208

Presenter
Presentation Notes
The standard process for installing CT on piping applies to tanks as well, with a few variations.

BASIC STEPS:
Use system isometric to determine location of each ControTrace panel
1. Dry fit ControTrace panels to check for accuracy of fit
2. Apply heat transfer compound (HTC)
3. Fasten ControTrace to tank with hanger clips, bosses, and brackets
4. Insulate tank using insulation rings
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1. Dry Fit PANEL CT ON PIPE

17

Presenter
Presentation Notes
Panels are positioned on tank to check for accuracy of fit. Position is marked
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1. Dry Fit PANEL CT ON PIPE
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2. Apply HTC PANEL CT ON PIPE

19

Presenter
Presentation Notes
2 methods for applying HTC:
On the ground
In the air

In this picture, HTC is being applied on the ground.
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Presenter
Presentation Notes
Here, the HTC is being applied in the air
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2. Apply HTC PANEL CT ON PIPE
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Presenter
Presentation Notes
Once the HTC has been applied, the panels are now ready to be fastened in place
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3. Fasten PANEL CT ON PIPE
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Presenter
Presentation Notes
Bosses are used for fastening.
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Presentation Notes
Brackets are used to secure the CT panels to the tank wall.
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3. Fasten PANEL CT ON PIPE
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Presentation Notes
CT panels are fastened to the bosses with brackets.
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3. Fasten PANEL CT ON PIPE
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Presenter
Presentation Notes
CT panels are fastened to the bosses with brackets.
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4. Insulate PANEL CT ON PIPE
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Presenter
Presentation Notes
CSI can install insulation rings on top of CT panels
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Acceptable Fit PANEL CT ON PIPE
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Presenter
Presentation Notes
Correct fit--CT is flush with tank wall and there is a consistent layer of HTC between CT and wall.
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Acceptable Fit PANEL CT ON PIPE
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Presenter
Presentation Notes
Notice how the tank walls bulge, but the trace curves with the wall.
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Acceptable Fit PANEL CT ON PIPE
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Presenter
Presentation Notes
CT panels are tightly banded down—no air gaps
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Unacceptable Fit PANEL CT ON PIPE

33



CLEAR VISION  │  SOUND STRATEGIES  │  SOLID PERFORMANCE

Completed Tank PANEL CT ON PIPE
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All Weather Conditions PANEL CT ON PIPE
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Presenter
Presentation Notes
CT panels can be installed in snowy conditions
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All Weather Conditions PANEL CT ON PIPE
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