
TRACEBOOST CHECKLIST

1
EXPANSION

LOOPS

2
ENHANCER

PLACEMENT

4
SECURE WITH

BANDING

EXPANSION LOOP PLACEMENT:
1. MAX 50FT. BETWEEN LOOPS
2. MAX 25FT. BETWEEN FITTING & LOOP
3. MAX 10FT. BETWEEN FITTINGS (W/O LOOP)

WELD-NECK
FLANGE

SLIP-ON
FLANGE

1” 1” 2” 2”

6”

12”

1X 1X 2X 3X 4X

TRACERS PLACED EVENLY AROUND PIPE

ENHANCER SETBACKS FROM FLANGES

3
ENHANCER

FITMENT

HTC FILLS ALL GAPS BETWEEN THE
ENHANCER, TUBING, AND PIPE

TRACEBOOST IS FIRMLY ATTACHED WITH
BANDING

TRACEBOOST ELEMENT

TUBING 6"
MAX

33"
78"

33" 6"
MAX

STAINLESS STEEL
BANDING

BUCKLE

5
CIRCUITRY

1. USE CSI PROVIDED 3/4" BANDING
2. MAXIMUM BANDING SPACING AS SHOWN
3. MINIMUM OF TWO BANDS PER PIECE.
4. ONE BAND EVERY 3-4 MITER SECTIONS ON
    FLEX. MINIMUM 3 BANDS ON FLEX
5. FLEX NOT TO BE USED ON 2" NPS
    PIPE OR BELOW

6
FINAL CHECK

1/8" MAXIMUM
HTC THICKNESS

PIPE WALL

TRACEBOOST
ENHANCER

1. STEAM DIRECTION FOLLOWS DOWNHILL
    SLOPE OF PIPE (IN HIGH - OUT LOW)
2. ALL COMPONENTS IN SERIES
    1 SUPPLY -> 1 CIRCUIT -> 1 STEAM TRAP
3. TUBING LENGTHS PER PROJECT
    SPECIFICATION

1. ALL HOT ITEMS INSULATED
2. ALL CONNECTIONS LOCATED OUTSIDE OF
    INSULATION
3. SOAPY WATER SNOOP TEST ALL

CONNECTIONS

STAINLESS STEEL
BANDING

FLEX ENHANCER

CONTACT CSI FOR SUPPORT...WEB: https://www.csiheat.com/education/installation-literature-and-videos EMAIL: support.csi@ametek.com PHONE: 704-644-5000


